
P R O D U C T  D A T A S H E E T .

V E N T I L AT I O N  &  S U C T I O N  H O S E S

A N T I S TAT I C  P U  S U C T I O N  H O S E  ( AT E X )

PURFLEX H AS ATEX
Antistatic, abrasion-resistant PU suction hose, heavy version (ATEX)

Highly abrasion-resistant, antistatic PU suction and ventilation hose, heavy version (1.4

mm), ATEX-compliant. For granulate, wood chips, glass, dust and oil mist. Available up

to Ø 500 mm.

Fully conductive / antistatic (Ω) ATEX 2014/34/EU Heavy version 1.4 mm

Ø 20–500 mm

PURFLEX H AS ATEX – NexaParts

PROPERTIES

Electrical conductivity Fully conductive / antistatic (Ω)

Inner wall material PU

Outer wall material PU

Outer wall properties Ozone- and UV-resistant · weather- and ageing-resistant · abrasion-resistant · pressure-resistant & resilient ·

resistant to mineral oils, petrol, greases and solvents

Reinforcement Copper-coloured steel helix

Temperature range −40 °C / +90 °C (briefly +125 °C)

Standards & approvals ATEX 2014/34/EU · TRGS 727 · UL94-V2 · DIN 4102-B1 · DIN 26057 Type 2

DIMENSIONS

Inner Ø
mm

Outer Ø
mm

Working pressure max.
bar

Wall thickness
mm

Coil length
m

Weight
kg/m

20 27 4.72 1.4 15 0.23

25 32 3.89 1.4 15 0.28

32 42 3.77 1.4 15 0.44

40 49 3.06 1.4 20 0.54

50 60 2.49 1.4 15 0.66

63 73 2.0 1.4 15 0.81

75 86 1.69 1.4 15 1.05

100 111 1.28 1.4 15 1.49

Inner Ø
mm

Outer Ø
mm

Working pressure max.
bar

Wall thickness
mm

Coil length
m

Weight
kg/m

125 136 1.03 1.4 15 1.87

150 161 0.86 1.4 15 2.41

200 213 0.65 1.4 15 3.12

250 263 0.52 1.4 15 3.88

300 313 0.44 1.4 10 5.16

400 413 0.33 1.4 10 8.02

500 514 0.26 1.4 10 10.0

All versions food-grade. Other lengths and assemblies on request.

DESCRIPTION & APPLICATION

Highly abrasion-resistant, antistatic PU suction and ventilation hose, heavy version. For transporting granulates, wood chips, glass, dust, oil mist, etc. PU thickness 1.4 mm.

Compliant with ATEX 2014/34/EU and TRGS 727. Other sizes on request.
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