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KINK-FREE RADIATOR & HOT-WATER HOSE

RADIOFLEX

EPDM kink-free radiator and hot-water hose

EPDM radiator and hot-water hose with steel helix for a kink-free, flexible construction.
Good resistance to hot water and antifreeze — ideal where a small bend radius is
required.

-40/+120°C Hot water & antifreeze Steel helix

I PROPERTIES
Inner wall material
Outer wall material

Outer wall properties

Reinforcement

Temperature range

I DIMENSIONS

RADIOFLEX — NexaParts

EPDM
EPDM

Ozone- and uv-resistant - weather- and ageing-resistant - abrasion-resistant - resistant to many bases, acids and
salts

Strong synthetic textile plies + steel helix

-40°C/+120°C

Igner Outer Working pressure  Burst pressure ‘Wall Bend 'radius Coil Weight Inner Outer  Working pressure Burst pressure _Wall Bend fadius Coil

2 max. min. thickness min. length a/m 2 2 max. min. thickness min. length
mm mm bar bar mm mm m o mm ul bar bar mm mm m
16 24 5 15 4 30 20 0.45 35 45 5 15 5 70 20 0.84
18 26 5 15 4 35 20 0.48 38 48 5 15 5 80 20 0.95
19 29 5 15 5 40 20 0.50 40 50 5 15 5 85 20 1.00
20 28 5 15 4 40 20 0.50 45 55 5 15 5 90 20 1.20
22 30 5 15 4 45 20 0.59 48 58 5 15 5 120 20 1.30
25 33 5 15 4 50 20 0.64 51 61 5 15 5 120 20 1.40
28 36 5 15 4 55 20 0.66 55 65 5 15 5 140 20 1.50
30 38 5 15 4 60 20 0.76 60 70 5 15 5 150 20 1.70
32 42 5 15 5 65 20 0.79

All versions food-grade. Other lengths and assemblies on request.

| DESCRIPTION & APPLICATION

EPDM kink-free radiator and hot-water hose. For use in machines and engines, with good resistance to hot water and antifreeze. Thanks to the kink-free construction, ideal

for applications requiring a small bend radius.
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