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PTFE GEGOLFD – RVS-
OMVLOCHTEN
Convoluted PTFE hose with stainless-steel braid

Convoluted (flexible) PTFE hose with stainless-steel braid for high-end applications in

the food, cosmetics, pharmaceutical and biological industries. Ideal when high pressure

and temperature combine.

−70 / +260 °C Up to 172 bar FDA PTFE / SS
PTFE GEGOLFD – RVS-OMVLOCHTEN – NexaParts

PROPERTIES

Inner wall material PTFE

Outer wall material Stainless-steel braid

Temperature range −70 °C / +260 °C

Standards & approvals FDA 21 CFR 177.1550

DIMENSIONS

Inner Ø
mm

Working pressure max.
bar

Burst pressure min.
bar

Coil length
m

Weight
kg/m

6 172 517 100 0.13

8 155 465 100 –

10 138 414 100 0.16

13 103 310 100 0.29

19 69 207 100 0.40

25 46 138 100 0.60

38 30 90 100 0.90

50 23 69 100 1.14

All versions food-grade. Other lengths and assemblies on request.

DESCRIPTION & APPLICATION

Convoluted PTFE hose with stainless-steel braid. Ideally suited to high-end applications in the food, cosmetics, pharmaceutical and biological industries. The ideal hose

when a combination of high pressure and temperature is required.
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