
P R O D U C T  D A T A S H E E T .

W AT E R  &  I N D U S T R I A L  H O S E S

P V C  S U C T I O N  &  D E L I V E R Y  H O S E

TONDA EXTREMEFLEX
Flexible PVC suction and delivery hose

Flexible PVC suction and delivery hose for medium-duty applications. Suitable for

transporting and suctioning industrial water and slurry, ideal for tankers and general

use. Available from Ø 20 to 203 mm.

Very flexible PVC helix Ø 20–203 mm Tanker

TONDA EXTREMEFLEX – NexaParts

PROPERTIES

Inner wall material PVC

Outer wall material PVC

Outer wall properties Weather- and ageing-resistant

Reinforcement PVC helix

Temperature range −25 °C / +60 °C

DIMENSIONS

Inner Ø
mm

Working pressure max.
bar

Burst pressure min.
bar

Bend radius min.
mm

Coil length
m

Weight
kg/m

20 6 18 80 50 0.3

25 6 18 100 50 0.4

32 6 18 130 50 0.57

38 6 18 155 50 0.67

52 4 12 200 50 0.95

60 4 12 260 50 1.21

63 4 12 260 50 1.37

76 4 12 310 50 1.75

Inner Ø
mm

Working pressure max.
bar

Burst pressure min.
bar

Bend radius min.
mm

Coil length
m

Weight
kg/m

80 3 9 320 50 1.86

90 3 9 360 30 2.19

102 3 9 410 50 2.88

110 2.5 7.5 450 30 3.09

127 2.5 7.5 510 20 3.62

152 2 6 610 4–20 5.02

203 1.5 4.5 850 10 9.81

All versions food-grade. Other lengths and assemblies on request.

DESCRIPTION & APPLICATION

For medium-duty applications. Suitable for transporting and suctioning industrial water, slurry and for other heavy- and medium-duty applications. Ideal for tankers and

general use.
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